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(57) ABSTRACT

There is provided an ink-jet recording apparatus including: a
platen, a contact portion disposed between a pair of first ribs
of the plurality of first ribs with respect to a scanning direc-
tion. A lower end of the contact portion is located lower than
each upper end of the pair of first ribs. The platen includes a
second rib disposed between one first rib of the pair of first
ribs and the contact portion with respect to the scanning
direction, and an upper end of the second rib is located lower
than the upper end of the one first rib of the pair of first ribs
and higher than the lower end of the contact portion.

8 Claims, 13 Drawing Sheets

o=

REAR %-T*}*FR()NT

|
8



US 9,227,435 B2

Page 2
(51) Int.ClL 2013/0135389 Al 5/2013 Tto et al.
B41J 11/02 (2006.01) 2013/0135409 Al 5/2013 TIto et al.
2013/0135413 Al 5/2013 TIto et al.
B41711/08 (2006.01) 2014/0240427 Al 8/2014 TIto et al.
(56) References Cited FOREIGN PATENT DOCUMENTS
U.S. PATENT DOCUMENTS CN 1907721 A 22007
(3 B 62007 Kardisetal X amwIn U a0
7,641,408 B2 1/2010 Niikura etal. P HI1.138923 A 5/1999
7,806,524 B2 10/2010 Watanabe et al. P 2000071532 A 3/2000
8,256,764 B2 9/2012 Imoto P 2000-158644 A 6/2000
8,696,110 B2* 4/2014 Ttoetal. .....ccceevnnnn. 347/104 P 2006/143477 A 6/2006
8,926,088 B2* 1/2015 Ttoetal. .. .. 347104 Jp 2008001522 A 1/2008
2002/0067942 Al* 6/2002 Sugiyama ................ 400/578 P 2008132613 A 6/2008
2003/0025777 Al 2/2003 Sugiyama
2003/0048345 Al 3/2003 Matsumoto OTHER PUBLICATIONS
2004/0126164 Al 7/2004 Ohyama
2005/0168557 Al 8/2005  Ohyama Notification of First Office Action in Chinese Patent Applicaiton No.
2006/0023052 Al 2/2006 Watanabe et al. 201210380684.3 mailed Sep. 2, 2014
2006/0024118 Al 2/2006 Niikura et al. ’ NS ’ L
2009/0121422 Al 5/2009 Imoto Dec. 24, 2014—(JP) Notice of Reasons for Rejection—App 2011-
2011/0001778 Al 1/2011 Kanda et al. 259499.

2012/0292848 Al 11/2012 Imoto . .
2013/0135388 Al 5/2013 Samoto et al. * cited by examiner



US 9,227,435 B2

Sheet 1 of 13

Jan. 5, 2016

U.S. Patent

8

L
Nz LNOHA
HYae <

A

N A)
\




U.S. Patent Jan. 5,2016 Sheet 2 of 13 US 9,227,435 B2

)
o
q’”
© p
\\ "
\\“é "
%.__mf""'
P
s
o 2 =
5= 0 D, e
: :
[
iL
A
o
o
-p‘:r g
A\, o
~ Z
r:nl - 5’;‘5
,’_‘_,_...m
’ oy
3
o7,
o~ [ 4 L
.r’“""'“i', %
. o3 i*““%it\gl:' e | o
o1 R 1 o q -
v — it y ]
M2 Al
gﬁ %\\‘} q.;«‘—"\ g Eé\
e RV \:;;
R BN § iy L /
i N7
O] ™ P
LS AN A S o
AU BN
= !}I‘ \ f‘ & ‘\g N
S ] /,...{};! kf% ; ’w\’ ’@
fon T TN =y Ji!u o RN
E A ey Ty
B ey G
\*;7 :g \:““\k‘\ " \ Y. de -
) TN g) &
o ! L 7
s - RS- S
Wy J/ [as]
o T
// X w0 A
5 (N N .
‘3””“) Sl H..._\.\:""\/’\//
y S



US 9,227,435 B2

Sheet 3 of 13

Jan. 5§, 2016

U.S. Patent

X

7
\\ <>
op ) wwag ) INOud
o 8
ge Bty




US 9,227,435 B2

Sheet 4 of 13

Jan. 5, 2016

U.S. Patent




U.S. Patent Jan. 5,2016 Sheet 5 of 13 US 9,227,435 B2

RIGHT

LEFT

Fig. 5F
y 80
61\?3.*, 62~  69A 63A

¥ «1 p,}}\\ LEFT

e[y ;
D ,&—~

N g3 RIGHT
h@ 63

REAR FRONT

8




U.S. Patent Jan. 5,2016 Sheet 6 of 13 US 9,227,435 B2

YA RIGHT

] = R (E,_J y
SIS

3 Y .

pici =R

e LEFT
REAR { FRONT
8




U.S. Patent Jan. 5, 2016 Sheet 7 of 13
Fig. 7a
Qz f’gg// - 99“1 a7
E S o —r
s i e
O - J,,:_,,:J REAR
E i /[,M/S
i |
L Gs T4~ rront
i ) V)
: / SR ——
! i\ VLEFT RIGHT
97
Fig. 7B 42
65 % J
67 == :\‘) 7 %
o £ A e REAR
0y T )
86 “‘f"’”“” et Y
A Y s L | R
997 ‘“‘\\! ( g FRONT
S U R
f — —1 LEFT { RIGHT
65 99 §
Fig. 7C
92
VID sl 97 65 J
e s — - 97

f ]

iy &1 FRONT
65 : [\Q?
97—
|
VID—», .
LEFT {RIGHT
g

US 9,227,435 B2

7



US 9,227,435 B2

Sheet 8 of 13

Jan. 5, 2016

U.S. Patent

Frore o

,\,?;omw i@mmmm ! &mémm mw VED &
YEQ — b ‘
S " t»\ Lu; s
jawans i (1015 ;muﬂm,\m
28 -7 | m .
x/ m‘f im \.
,..!/w A L LHOY k,.,....,w,.mam
po (09)009 mmu__v_\ ES(omis
A ) 4 } \
- T ek I (R a2, =l
T T D i / TR ~d §
F G oarg) e A iy
S ( s gg 8
(@e3es)l - -29)0zs |
M U
x.um {wt_wf\w 090087 - ﬁ%wm%\ : )
_ . i a < aiasa i 0 4 _
0L amag v ) .
g8 "bra
e b ) ) oo
- 1 = = e o e v e e
,{L Y .wm \ m.f A ! ) T ,153\ . NJ/ (L_
€8 \%mmm L €5 ¢4 g 06 | / Zd | i
T eeazg ,,Nmsmm 6 am“mmm_ "mméwm v
< - N i
% O (e Q Zma &/ 1e/a
¥g “brg



US 9,227,435 B2

Sheet 9 of 13

Jan. 5§, 2016

U.S. Patent

g
| LNOUA m Hyad 08
w N d NAMOU
5 . - \ 7 7 i \/.
A - I
3 A, T L ==
el Y . ‘
, N i
fo 28 VEG |p amm@
06 bty
m a
1HEM /143t (19018 NAMOG
_ e Q@ﬁm | \_P

A W ) i M N
| | (18012 |evis HeYe (o )
/ i ; va 9% N ! i } y
o 097 o ooy &8 (09)509 voo €9
a0g 30 e £ _ o ey - ol - mf:“
1HOR \m 143 ~6(]
& ¥ "Btg



US 9,227,435 B2

Sheet 10 of 13

Jan. 5§, 2016

U.S. Patent

@mm mw ¥oi Y59 g4 Yes Y89 ﬁm ¥&h ¥£9 E§ Y54 $MrEEMWw.
WA A 4 A Al g w4 e , o e T 7
A (e S A R A R A NIO
e O B MR —— R —
i 28 AN 9 ig i 5 1§ 7%
0L (9 Y {9 an




U.S. Patent

Fig.

Fig.

P

™

DOWN

Fig.

Up
™

\f
DOWN

Fig.

Jan. §, 2016 Sheet 11 of 13

114 ;
S0A

A

) 51A(51)

LEFT / RIGHT 60B(80)

US 9,227,435 B2

|

5,
.

TS
53 63A 50 52A(52)

il
63(73)

L

|
i
S S s
i
i

z e

11D

REAR

|
!
e a s rd J
AT i
REAR [ FRONT
8

DOWN i e o aar




US 9,227,435 B2

Sheet 12 of 13

Jan. 5, 2016

U.S. Patent

76} (18)016 (18)g1¢
(19)a15, 09T 18 a0 \ cmvﬁm_ﬁmmvgm
\.\.r\c m,.m - sﬂ.“. \/\m!h : \“_. i £ < L reomen m Z?@QQ
I ﬂ AJ ﬁm R i Y L&ﬁ f — rw et M A
Gidl \ | ! \ 06 €5 H N
amvmmm ﬁ& £id 5 Zid 20 | ma [ L
i , «— iHOW /4y C9EEL v
60 ga’ L0 ozt “T8a 6 oM
DT bra
mm g5, (09009 (1910 mﬂ ﬁ,mvmﬁm fe Qm“vﬁm
,, = =57 e ?J mrl NMOd
T m .ﬁ)
(ZeHies /1 !
ambmm W@@{Nm\ )
| y
gL | Lia’ % , afl
(16)a1g (1630] (19818 e brg
PJ - %N@ tF AT ¥ 7 ﬂv A ; ' m, NAMOO
e ™ i R 1 SN N peeipasty
!  Crs, TN LN N \ﬁ
£g (29325 |/ L1 g5 gy lg 08 g8 | )
| (ggHazs (28)028 5 (Z9)HLS v
6d! sal g’ HHOH, 3 g af
) R% £Q , 7 )
wz1 b1y



U.S. Patent Jan. 5,2016 Sheet 13 of 13 US 9,227,435 B2

)

/

8

Fig. 13B

REAR <——3 FRONT
A
),

8§



US 9,227,435 B2

1
INK-JET RECORDING APPARATUS AND
PLATEN APPARATUS

CROSS REFERENCE TO RELATED
APPLICATION

The present application is a continuation application of
U.S. Ser. No. 14/190,793, filed Feb. 26, 2014, which is a
continuation of U.S. Ser. No. 13/630,199, filed Sep. 28,2012,
issued as U.S. Pat. No. 8,696,110, which claims priority from
Japanese Patent Application No. 2011-259499, filed on Nov.
28,2011, the disclosures of which are incorporated herein by
reference in their entirety.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to an ink-jet recording appa-
ratus which is configured to transport a sheet made to be in an
undulant state (form of a wave) and to record an image
thereon, and a platen apparatus.

2. Description of the Related Art

There has been known an ink-jet recording apparatus in
which a transported sheet is supported by a platen and ink
droplets are jetted to the sheet supported by the platen from a
recording head to record an image. In some ink-jet recording
apparatuses in this type, the sheet made to be in a undulant
state is transported so that the sheet is prevented from floating
from the platen at the time of recording the image.

The above described ink-jet recording apparatus is pro-
vided with a plurality or ribs provided in the platen and a
holding plate for a recording sheet provided at an upstream
side of the recording head in a transport direction. The ribs are
disposed parallel to each other in the transport direction. Each
recess is provided between the ribs. The holding plate for the
recording sheet includes a plurality of projections protruding
in the respective recesses. In a case that the sheet passes
between each rib and each projection, the sheet is held, in
mutually opposite directions, by each rib and each projection.
Accordingly, the sheet is made to be in the undulant state.

SUMMARY OF THE INVENTION

In a case that the sheet is made to be in the undulant state,
a distance between the sheet and the recording head continu-
ously changes in a width direction perpendicular to the trans-
portdirection. Itis possible to consider that accuracy of image
recording is improved by jetting the ink droplets from the
recording head taking the continuous distance change into
consideration. In this case, the more uniform rigidity of the
sheet in the undulant state in the width direction, the less
likely that there is generated a difference between an esti-
mated distance and an actual distance between the sheet and
the recording head. Accordingly, the accuracy of image
recording is improved. However, using only the ribs is not
sufficient to uniform the rigidity of the sheet in the width
direction.

The present teaching has been made taking the foregoing
problem into consideration, an object of the present teaching
is to provide a mechanism which is capable of improving
uniformity of rigidity of a sheet in a width direction.

According to a first aspect of the present teaching, there is
provided an ink-jet recording apparatus including:

a platen including a plurality of first ribs; and

a contact portion disposed between a pair of first ribs of the
plurality of first ribs with respect to a scanning direction, a

10

15

20

25

30

35

40

45

50

55

60

65

2

lower end ofthe contact portion being located lower than each
upper end of the pair of first ribs,

wherein the platen further includes a second rib disposed
between one first rib of the pair of first ribs and the contact
portion with respect to the scanning direction, and an upper
end of the second rib is located lower than the upper end of the
one first rib of the pair of first ribs and higher than the lower
end of the contact portion.

In a case that the sheet passes through each of the contact
portions, the transported sheet is held, in mutually opposite
directions, by each first rib and each contact portion. The
sheet is made to be in the undulant state in which portions
supported by the first ribs are “peak” shaped and portions
forced downward by the contact portions are “valley” shaped.
In a case that the sheet is made to be in the undulant state, the
second rib supports a part of the sheet to adjust the waveform.
Accordingly, the uniformity of rigidity of the sheet in the
width direction is improved.

According to a second aspect of the present teaching, there
is provided a platen apparatus including:

a plurality of first ribs;

aplurality of second ribs, each having a height smaller than
a height of each of the plurality of first ribs;

a first portion defined between a first pair of first ribs of the
plurality of first ribs and a first number of second ribs of the
plurality of second ribs disposed between the first pair of first
ribs; and

a second portion defined between a second pair of first ribs
of'the plurality of first ribs and a second number of second ribs
of the plurality of second ribs disposed between the second
pair of first ribs, wherein the first number of second ribs is
different from the second number of second ribs,

wherein the first portion does not overlap the second por-
tion.

According to the present teaching, it is possible to improve
the uniformity of rigidity of the sheet in the width direction by
adjusting the waveform of the sheet by the second rib, and
thereby making it possible to improve accuracy of image
recording.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a perspective view of an ink-jet recording appa-
ratus 10.

FIG. 2 is a vertical cross-sectional view schematically
showing a body 13.

FIG. 3A is a perspective view of a paper feeding tray 21;
and FIG. 3B is a bottom view of a recording head 46.

FIG. 4 is a perspective view of a part of the body 13.

FIGS. 5A to 5F are views each showing an contact member
60, where FIG. 5A is a plan view; FIG. 5B is a left side view;
FIG. 5C is a front view; FIG. 5D is a right side view;

FIG. 5E is a perspective view; and F1G. 5F is a bottom view.

FIGS. 6A to 6F are views each showing an contact member
70, where FIG. 6A is a plan view; FIG. 6B is a left side view;
FIG. 6C is a front view; FIG. 6D is a right side view;

FIG. 6E is a perspective view; and F1G. 6F is a bottom view.

FIG. 7A is a plan view showing a part of a guide rail 92;
FIG. 7B is a view showing a state in which insertion projec-
tions 65 are inserted into first holes 98; FIG. 7C is a view
showing a state in which the contact member 60 is attached to
the guiderail 92; FIG. 7D is a cross-sectional view taken along
VIID-VIID in FIG. 7C.

FIGS. 8A and 8B are cross-sectional views each being
perpendicular to a front-rear direction 8, where FIG. 8A is a
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cross-sectional view showing only a platen 50; and FIG. 8B is
a cross-sectional view showing the platen 50 and the contact
members 60, 70.

FIG.9A is a view showing a state in which a sheet 6 is made
to be in a undulant state; FIG. 9B is a view showing a state in
which a part 6A of the sheet 6 and a part 6B of the sheet 6 in
FIG. 6A are overlapped with each other; FIG. 9C is a vertical
cross-sectional view of the platen 50.

FIG. 10A is a perspective view in which a part of the body
13 is broken; and FIG. 10B is a view showing a state in which
a sheet 6 having great difficulty in bending is transported.

FIGS. 11A to 11D illustrate the operation of rotation of the
platen 50, where FIG. 11A is a cross-sectional view of the
platen 50 perpendicular to the front-rear direction 8;

FIG. 11B is a vertical cross-sectional view of the platen 50
at a first position; FIG. 11C is a vertical cross-sectional view
of'the platen 50 at a position between the first position and a
second position; and FIG. 11D is a vertical cross-sectional
view of the platen 50 at the second position.

FIG. 12A is a cross-sectional view, of the platen 50, per-
pendicular to the front-rear direction 8 according to the first
modified embodiment; FIG. 12B is a cross-sectional view, of
the platen 50 and the contact members 60, perpendicular to
the front-rear direction 8 according to the third modified
embodiment; and FIG. 12C is a cross-sectional view, of the
platen 50, perpendicular to the front-rear direction 8 accord-
ing to the fourth modified embodiment.

FIG. 13A is a vertical cross-sectional view of a state in
which the contact member 60 of the sixth modified embodi-
ment is disposed at a third position; and FIG. 13B is a vertical
cross-sectional view of a state in which the contact member
60 is disposed at a fourth position.

DESCRIPTION OF THE PREFERRED
EMBODIMENTS

Hereinbelow, an explanation will be made with respect to
an embodiment of the present teaching. Noted that the
embodiment described below is merely an example of the
present teaching; and the embodiment may be changed
appropriately within a range without changing the gist or
essential characteristics of the present teaching. In the follow-
ing explanation, as shown in FIG. 1, an up-down direction 7
is defined based on a state in which an ink-jet recording
apparatus 10 is installed usably. Further, an operation panel
16 is provided on a side surface of the ink-jet recording
apparatus 10; and a front-rear direction 8 is defined assuming
that the side surface is the front side (front surface) of the
ink-jet recording apparatus 10. A left-right direction 9 is
defined assuming that the ink-jet recording apparatus 10 is
viewed from the front side.

[Outline of Ink-Jet Recording Apparatus 10]

As shown in FIG. 1, the ink-jet recording apparatus 10 is
provided with a printer section 11 which records an image to
asheet 6 (see FI1G. 2) including a regular paper sheet, a glossy
paper sheet, a postcard, and the like and a scanner section 12
which scans the image recorded on an unillustrated docu-
ment. The ink-jet recording apparatus 10 is capable of execut-
ing printing, scanning, copying, etc. In the ink-jet recording
apparatus of the present teaching, any other function other
than the printing function is not indispensable. For example,
it is not indispensable to provide the scanner section 12 in the
ink-jet recording apparatus 10. In the present description, any
detailed explanation about the scanner section 12 will be
omitted.
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4

[Outline of Printer Section 11]

As shown in FIG. 1, the printer section 11 is provided with
a body 13 and a paper feed cassette 20 accommodated in a
lower portion of the body 13. As shown in FIG. 2, sheets 6 are
placed in the paper feed cassette 20. In a casing 14 (FIG. 1) of
the body 13, there are provided a feed section 40, a transport
path 31, a pair of transport rollers 34, a pair of paper discharge
rollers 37, contact members 60, 70, and a recording section
45, those of which are shown in FIG. 2. In the body 13, the
sheet 6 is fed to the transport path 31 by the feed section 40;
the sheet 6 fed by the feed section 40 is transported by the pair
of transport rollers 34; the sheet 6 transported by the pair of
transport rollers 34 is held by the contact members 60, 70 to
be in a undulant state (form of a wave); and ink droplets are
jetted from recording section 45 to the sheet 6 in the undulant
state to record the image thereon. The sheet 6 on which the
image has been recorded is discharged to a paper discharge
tray 29 of the paper feed cassette 20 by the pair of paper
discharge rollers 37. Hereinbelow, an explanation will be
made about each component of the printer 11.

[Casing 14]

As shown in FIG. 1, the casing 14 includes an insertion
opening 15, into which the paper feed cassette 20 is inserted
or from which the paper feed cassette 20 is removed, on the
front side in the front-rear direction 8. The paper feed cassette
20 is capable of sliding in the front-rear direction 8 from the
insertion opening 15.

[Paper Feed Cassette 20]

As shown in FIG. 1, the paper feed cassette 20 is accom-
modated in the lower portion of the casing 14 and is capable
of'sliding in the front-rear direction 8. As shown in FIG. 2, the
paper feed cassette 20 is provided with a paper feeding tray 21
on which the sheets 6 to be fed to the recording section 45 are
retained and the paper discharge tray 29 on which the sheets
6 for which the image has been recorded are discharged.

[Paper Feeding Tray 21]

As shown in FIG. 3A, the paper feeding tray 21 is provided
with a bottom plate 22, a left-side plate 23, a right-side plate
24, a front plate 25, and an inclined plate 26. The left-side
plate 23 and the right-side plate 24 are protruded upward from
both end portions of the bottom plate 22 in the left-right
direction 9. The front plate 25 is protruded upward from the
front end portion of the bottom plate 22 in the front-rear
direction 8. The paper discharge tray 29 as shown in FIG. 2 is
supported by the left-side plate 23, the right-side plate 24, and
the front plate 25. The inclined plate 26 extends obliquely
upward in a rear direction from a rear end of the bottom plate
22 in the front-rear direction 8. The inclined plate 26 guides
the sheet 6 fed by the feed section 40 to the transport path 31
as shown in FIG. 2.

On the bottom plate 22, the sheets 6 in various sizes, such
as A4 size, BS size, legal size, and postcard size, are placed.
Thus, a side-guide mechanism 80 as shown in FIG. 3A is
provided in the bottom plate 22. Each of the sheets 6 in the
various sizes placed on the bottom plate 22 is positioned with
respect to the center line of the sheet by the side-guide mecha-
nism 80; and a skew of the sheet 6 is prevented by the side-
guide mechanism 80. The positioning with respect to the
center line of the sheet means a positioning in which the
center of the sheet 6 in the left-right direction 9 is coincident
with the center of the bottom plate 22 in the left-right direc-
tion 9. Noted that, in the present teaching, the positioning of
the sheet is not limited to the positioning with respect to the
center line of the sheet. The positioning may be performed by
any appropriate method as needed. For example, instead of
the positioning with respect to the center line of the sheet, the
positioning may be performed so that one end of the sheet 6 in
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the left-right direction is coincident with one end portion of
the bottom plate 22 in the left-right direction.

[Side-Guide Mechanism 80]

As shown in FIG. 3A, the side-guide mechanism 80 is
provided with a pair of left and right guide members 81, 82
which is slidably supported in the left-right direction 9 by the
bottom plate 22 and a pinion gear 83 which moves the pair of
guide members 81, 82 in cooperation with each other. The
pinion gear 83 is disposed at the center portion of the bottom
plate 22 in the left-right direction 9, such that a central axis
line of the pinion gear 83 is along the up-down direction 7.

The guide member 81 is arranged at a right portion of the
bottom plate 22 in the left-right direction 9. The guide mem-
ber 81 is provided with a support plate 84 placed on the
bottom plate 22, a side plate 85 which protrudes upward from
a right end portion of the support plate 84 in the left-right
direction 9, and a rack gear 86 which extends leftward in the
left-right direction 9 from the support plate 84. The rack gear
86 is engaged with the pinion gear 83 on the front side of the
pinion gear 83 in the front-rear direction 8.

The guide member 82 is arranged at a left portion of the
bottom plate 22 in the left-right direction 9. The guide mem-
ber 82 is provided with a support plate 87, a side plate 88, and
arack gear 89. The guide member 82 is formed to be substan-
tially bilaterally symmetric with the guide member 81. The
rack gear 89 of the guide member 82 is engaged with the
pinion gear 83 on the rear side thereof in the front-rear direc-
tion 8.

After the sheet 6 is placed on the bottom plate 22 by a user,
the guide member 81 is slid leftward in the left-right direction
9. Then, the support plate 84 is hidden under a right end
portion of the sheet 6 in the left-right direction 9 and the side
plate 85 makes contact with the right end of the sheet 6. In a
case that the guide member 81 is slid leftward in the left-right
direction 9, the pinion gear 83 is rotated and the guide mem-
ber 82 is slid rightward in the left-right direction 9. Then, the
support plate 87 is hidden under a left end portion of the sheet
6 in the left-right direction 9 and the side plate 88 makes
contact with the left end of the sheet 6. Accordingly, each of
the sheets 6 in the various sizes placed on the bottom plate 22
is positioned so that the positioning with respect to the center
line of each of the sheets is performed by the side-guide
mechanism 80. Further, in a case that the sheet 6 is fed
rearward in the front-rear direction 8 by the feed section 40 as
will be described later on, both ends of the sheet 6 in the
left-right direction 9 respectively make contact with the side
plates 85, 88, and thereby the skew of the sheet 6 is sup-
pressed.

[Feed Section 40]

As shown in FIG. 2, the feed section 40 is provided with a
supporting shaft 41 which is rotatably supported by an unil-
lustrated frame, an arm 42 of which one end portion is rotat-
ably supported by the supporting shaft 41 and which extends
obliquely downward in the rear direction from the supporting
shaft 41, and a feed roller 43 which is rotatably supported by
the other end portion of the arm 42. In the arm 42, there are
provided a plurality of gears 44 to transmit rotation of the
supporting shaft 41 to the feed roller 43.

In a case that the supporting shaft 41 is rotated by an
unillustrated drive motor, the arm 42 is rotated integrally with
the supporting shaft 41 by a frictional force between the
supporting shaft 41 and the arm 42, and thereby the feed roller
43 makes contact with the sheet 6 on the paper feeding tray
21. Then, the rotation of the arm 42 is restrained. The sheet 6
is fed to the transport path 31 by the feed roller 43 which is
rotated by the supporting shaft 41 via the gears 44.
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[Transport Path 31]

As shown in FIG. 2, the transport path 31 is a path through
which the sheet 6 is transported. The transport path 31 is
defined by a plurality of unillustrated guide members and the
platen 50. The transport path 31 has a curved path 32 depicted
by alternate long and short dash lines and a straight path 33
depicted by two-dot lines. The curved path 32 extends upward
with an upper end of the inclined plate 26 of the paper feeding
tray 21 as a base end, and then curves to extend frontward in
the front-rear direction 8. The straight path 33 extends front-
ward in a form of straight line from an end of the curved path
32. A lower surface of the straight path 33 is defined by the
platen 50. The image is recorded on the sheet 6 on the platen
50. An explanation will be made below in detail about the
platen 50.

[Guide Rails 92, 93]

As shown in FIG. 4, a pair of front and rear guide rails 92,
93 is arranged on the upper side of the platen 50. The record-
ing section 45 is provided to span between the pair of front
and rear guide rails 92, 93. Each of the guide rails 92, 93 is
formed of a steel plate extending in the left-right direction 9.
The guide rails 92, 93 are disposed to be separated from each
other in the front-rear direction 8. Both end portions of the
guide rails 92, 93 in the left-right direction 9 are supported by
the unillustrated frame. The guide rails 92, 93 support the
recording section 45, which is provided to span therebetween,
so that the recording section 45 is reciprocatively movable in
the left-right direction 9.

As shown in FIGS. 4 to 6, a plurality of insertion holes 97,
into which the insertion projections 65, 75 of the contact
members 60, 70 as will be described later on are inserted, are
provided in the guide rail 92. As shown in FIG. 7A, there are
formed, in each insertion hole 97, a first hole 98 extending in
the front-read direction 8 and a second hole 99 extending
leftward in the left-right direction 9 from a center portion of
the first hole 98 in the front-read direction 8. Each of the
insertion projections 65 (75) is inserted into one of the first
holes 98 from the lower side of the guide rail 92, then is
moved leftward in the left-right direction 9 as shown in FIG.
7B; and is engaged with (fitted into) one of the second holes
99 as shown in FIGS. 7C and 7D. Details will be described
later.

[Recording Section 45]

As shown in FIG. 2, the recording section 45 is provided
with a carriage 48 and a recording head 46 carried on the
carriage 48. The recording section 45 is arranged on the upper
side of the platen 50. A gap G is formed between the recording
section 45 and the platen 50.

As shown in FIG. 4, the carriage 48 is provided to span
between the guide rails 92, 93 and is supported by the guide
rails 92, 93 to be reciprocatively movable in the left-right
direction 9. The carriage 48 is fixed to an unillustrated belt.
The belt is provided to the guide rail 93 to be capable of
performing rounding motion. The belt performs the rounding
motion by the unillustrated drive motor to reciprocate the
carriage 48 in the left-right direction 9.

As shown in FIG. 2, the recording head 46 is carried on the
carriage 48 and is positioned on the upper side of the platen
50. As shown in FIG. 3B, the recording head 46 includes a
plurality of nozzles 47, from which the ink droplets are jetted,
on a lower surface thereof. The recording head 46 records the
image on the sheet 6 by jetting the ink droplets from the
nozzles 47 to the sheet 6 on the platen 50.

[A Pair of Transport Rollers 34]

As shown in FIG. 2, the pair of transport rollers 34 is
disposed at a position on an upstream side (rear side in the
front-rear direction 8) of the platen 50 in the transport direc-
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tion 19 and on a lower side of the guide rail 92 shown in FIG.
4 so that a nip position of the pair of transport rollers 34 is
close to the platen 50. The pair of transport rollers 34 is
provided with a transport roller 35 and a driven roller 36
arranged on a lower side of the transport roller 35. The trans-
port roller 35 is provided to a rotation shaft 35A extending in
the left-right direction 9 (direction perpendicular to the sheet
surface of FIG. 2). The transport roller 35 is rotated integrally
with the rotation shaft 35A. Both end portions of the rotation
shaft 35A in the left-right direction 9 are rotatably supported
by the unillustrated frame.

The driven roller 36 is rotatably supported by a holder 114
as shown in FIG. 10A. The holder 114 is urged or biased
upward by an unillustrated elastic member. As shown in FI1G.
2, the driven roller 36 is brought in contact under pressure
with the transport roller 35 disposed on the upper side by the
elastic member. In a case that the rotation shaft 35A is rotated
by the unillustrated drive motor, the pair of transport rollers
34 nips the sheet 6 to transport the sheet 6 in the transport
direction 19.

[A Pair of Paper Discharge Rollers 37]

As shown in FIG. 2, the pair of paper discharge rollers 37
is disposed at a position on a downstream side (front side in
the front-rear direction 8) of the platen 50 in the transport
direction 19 and on a lower side of the guide rail 93. The pair
of paper discharge rollers 37 is provided with a plurality of
paper discharge rollers 38 and a plurality of spurs 39 disposed
on an upper side of the paper discharge rollers 38. The paper
discharge rollers 38 are provided to a rotation shaft 38A
extending in the left-right direction 9 (direction perpendicular
to the sheet surface of FIG. 2). The paper discharge rollers 38
are rotated integrally with the rotation shaft 38A. Both end
portions of the rotation shaft 38A in the left-right direction 9
are rotatably supported by the unillustrated frame.

The spurs 39 are rotatably supported by an unillustrated
elastic shaft. Both end portions of the elastic shaft in a shaft
direction is supported by an unillustrated holding member
held by the guide rail 93. The spurs 39 are brought in contact
under pressure with the paper discharge rollers 38 by the
elastic shaftin a bent state. In a case that the rotation shaft 38A
is rotated by the unillustrated drive motor, the pair of paper
discharge rollers 37 nips the sheet 6, transports the sheet 6 in
the transport direction 19, and discharges the sheet 6 on the
paper discharge tray 29. Each of the pair of transport rollers
34 and the pair of paper discharge rollers 37 is an example of
a transport section of the present teaching.

[Contact Member 60]

The contact members 60, 70 as shown in FIG. 2 are mem-
bers, each of which makes the transported sheet 6 be in the
undulant state in cooperation with each of the first ribs 51 of
the platen 50. As will be described later, the contact members
60, 70 and the first ribs 51 make the sheet 6 be in the undulant
state in which portions forced downward by the contact mem-
bers 60 are “valley” shaped and portions supported by the first
ribs 51 are “peak” shaped.

As willbe described later, the firstribs 51 are disposed to be
bilaterally symmetric with reference to the center of the
platen 50 in the left-right direction 9. Thus, the platen 50 is
shown in FIG. 8 so that a left portion of the platen 50 in the
left-right direction 9 is omitted. A left end of the platen 50 in
FIG. 8 corresponds to the center of the platen 50. As shown in
FIG. 8, one contact member 60 (60A) is arranged on the upper
side of the platen 50 at the center in the left-right direction 9.
Three contact members 60 (60B, 60C, 60D) are arranged on
the right side of the contact member 60A, which is disposed
at the center, in the left-right direction 9 (an example of a
width direction of the present teaching) while being away
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from each other by a distance D (D10, D11, D12). Also on the
left side of the contact member 60A in the left-right direction
9, three contact members 60 are arranged while being away
from each other by the distance D (D10, D11, D12).

The distances D10, D11, D12 have the same distance D.
The reason thereof is that each distance between peaks of the
waveform is made to be uniform (a cycle of the wave is made
to be uniform). The recording head 46 jets the ink droplets
taking the distance between the recording head 46 and the
sheet 6 which changes in a constant period into consideration,
and thereby improving accuracy of the image recording. By
changing the distance between the recording head 46 and the
sheet 6 in the constant period, it is possible to control the
recording head 46 more easily.

Hereinbelow, an explanation will be made in detail about
the contact member 60 with reference to FIGS. S and 7. Noted
that the up-down direction 7, the front-rear direction 8, and
the left-right direction 9 as shown in FIGS. 5 and 7 are
directions in a state that the contact member 60 is attached to
the guide rail 92.

As shown in FIGS. 5A to 5F, the contact member 60 is
provided with an attaching portion 61 through which the
contact member 60 is attached to the guide rail 92, an contact
portion 63 which holds the sheet 6, and a curved portion 62 by
which the attaching portion 61 and the contact portion 63 are
connected. The contact member 60 is formed of a resin mate-
rial having elasticity so that an elastic deformation of the
contact portion 63 is possible. The elastic deformation of the
contact portion 63 will be described later on.

A plurality of reinforcing ribs 64 and four insertion pro-
jections 65 inserted into the insertion holes 97 (FIG. 7A) of
the guide rail 92 are protruded upward from the upper surface
of'the attaching portion 61. The four insertion projections 65
are disposed so that two insertion projections 65 are aligned in
the front-rear direction 8 and the left-right direction 9, respec-
tively. The reason why the four insertion projections 65 are
provided is that the attaching portion 61 is reliably supported
at four points.

A pair of front and rear claws 66, 67, which is snagged on
theupper surface of the guide rail 92, is provided at a front end
portion (upper end portion) of the projection of the insertion
projection 65. The claw 66 is protruded from frontward in the
front-rear direction 8 from the front end portion (upper end
portion) of the projection of the insertion projection 65. The
claw 67 is protruded rearward in the front-rear direction 8
from the upper end portion of the insertion projection 65.

The contact member 60 is attached to the guide rail 92 as
follows. At first, as shown in FIG. 7B, each of the insertion
projections 65 is inserted into one of the first holes 98 from the
lower surface side of the guide rail 92. Then, the contact
member 60 is slid leftward in the left-right direction 9; and
each of the insertion projections 65 is fitted into one of the
second holes 99 as shown in FIGS. 7C and 7D. The attaching
portion 61 is attached to the guide rail 92 as follows. That is,
the insertion projections 65 make contact with a wall surface
defining the second holes 99 in the front-rear direction 8 and
the claws 66, 67 are snagged on the upper surface of the guide
rail 92.

As shown in FIGS. 5A to 5F, the curved portion 62 is
curved to be arch-shaped along a circumferential surface of
the transport roller 35 as shown in FIG. 2. Accordingly, con-
tact between the curved portion 62 and the transport roller 35
is avoided. The curved portion 62 is reinforced with reinforc-
ing rib(s) 68 so that the curved portion 62 is prevented from
bending

A guide surface 69 which guides a downstream end of the
transported sheet 6 in the transport direction 19 (hereinbelow,
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referred to simply as the front end ofthe sheet 6) to the contact
portion 63 is provided at a lower end of the curved portion 62.
The guide surface 69 will be specifically explained below.
The guide surface 69 of the curved portion 62 is formed in an
inclined surface extending obliquely downward in the front
direction from an obliquely upper position in the front direc-
tion of the nip position of the pair of transport rollers 34 as
shown in FIG. 2. Three guide ribs 69A extending in a direc-
tion in which the guide surface 69 extends (obliquely down-
ward in the front direction) protrude downward from the
guide surface 69. The respective guide ribs 69A are provided
at both end portions and the center portion of the guide sur-
face 69 in the left-right direction 9. The front end of the sheet
6 transported by the pair of transport rollers 34 is brought in
contact with the front ends (lower ends) of the projections of
the guide ribs 69A and then is guided to the contact portion
63.

As shown in FIGS. 5A to 5F, the contact portion 63 has a
plate shape extending obliquely downward in the front direc-
tion from a front surface of a lower end portion of the curved
portion 62 in the front-rear direction 8. The contact portion 63
is slightly inclined with respect to a horizontal surface so that
the contact portion 63 is closer to the upper surface of the
platen 50 as shown in FIG. 2 toward the front direction. The
front end of the contact portion 63 in the front-rear direction
8 is positioned on a rear side of the nozzles 47 (see FIG. 3B)
of the recording head 46 in the front-rear direction 8; and is
close to the nozzles 47. The plurality of contact portions 60
are attached to the guide rail 92 so that the contact portions 63
are placed at the same position in the up-down direction 7 and
the front-rear direction 8.

The reason why the contact portion 63 is inclined is that the
front end ofthe sheet 6 is guided to the front end of the contact
portion 63 in the front-rear direction 8. Further, the reason
why the contact portion 63 is plate shaped is that the contact
portion 63 is disposed at the gap G having a short distance in
the up-down direction 7 as shown in FIG. 2 and strength of the
contact portion 63 is secured. The reason why the front end of
the contact portion 63 in the front-rear direction 8 is close to
the nozzles 47 is that the sheet 6 is held at a position close to
the nozzles 47 and the accuracy of the image recording is
improved.

The contact portion 63 has a shape being narrowed toward
the front direction in the front-rear direction 8 in which both
ends of the contact portion 63 in the left-right direction 9 are
inclined to be close to each other, in order that the contact
portion 63 can bend in the up-down direction 7 more easily.
By forming the contact portion 63 to have the shape being
narrowed toward the front direction, the front end portion of
the contact portion 63 is bent when the transported sheet 6 is
allowed to be in the undulant state. The front end portion of
the contact portion 63 is allowed to be bent in order to adjust
the waveform. Details will be described later. Further, the
front end portion of the contact portion 63 is bent in a case that
a slightly thick sheet 6 is transported, and thereby jam of the
thick sheet 6 between the contact portion 63 and the platen 50
is suppressed.

Three abutting ribs 63A extending in a direction in which
the contact portion 63 extends (obliquely downward in the
front direction) protrude downward from the lower surface of
the contact portion 63. The respective abutting ribs 63A are
provided at both end portions and the center portion of the
contact portion 63 in the left-right direction 9. Each of the
abutting rib 63A is connected to one of the guide ribs 69A of
the guide surface 69 of the curved portion 62. Each of the
abutting ribs 63 A makes contact with the upper surface of the
transported sheet 6 to hold the sheet 6 from the upper side. By
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providing the abutting ribs 63 A, a contact area between each
of'contact members 60 and the sheet 6 is reduced, and thereby
decreasing transport resistance of the sheet 6. As a result, the
accuracy of the image recording is improved.

[Contact Member 70]

As shown FIG. 4, the contact members 70 are disposed on
the upper side of the platen 50 at both end portions in the
left-right direction 9. Therefore, the contact member 70 has a
shape which is slightly different from that of the contact
member 60. Hereinbelow, an explanation will be made in
detail about the contact member 70 with reference to FIGS.
6Ato 6F. Noted that, in FIGS. 6A to 6F, the up-down direction
7, the front-rear direction 8, and the left-right direction 9 are
shown as directions in which the contact members 70 are
attached to the guide rail 92.

The contact member 70 is provided with an attaching por-
tion 71, a curved portion 72, and an contact portion 73.
Similar to the contact member 60, reinforcing ribs 74 and
insertion projections 75 are provided in the attaching portion
71. Similar to the attaching portion 61 of the contact member
60, the attaching portion 71 is attached to the guiderail 92 by
four insertion projections 75, claws 76, 77 provided in each of
the insertion projections 75, and the reinforcing ribs 74.

The curved portion 72 includes reinforcing rib(s) 78, a
guide surface 79, and a guide rib 79A and is formed to have a
shape which is substantially same as the curved portion 62 of
the contact member 60.

The contact portion 73 has a rectangular plate shape to be
slightly inclined with respect to the horizontal surface so that
the front end of the contact portion 73 in the front-rear direc-
tion 8 is positioned below or under the rear end thereof. In the
up-down direction 7 and the front-rear direction 8, the front
end (lower end) of the contact portion 73 in the front-rear
direction 8 has the same position as the front end (lower end)
of the contact portion 63 in the front-rear direction 8.

Each of the contact members 70 is disposed at a position at
which the left end or the light end of the sheet 6 (for example,
A4 size, legal size) in the left-right direction 9 is placed
between the two abutting ribs 73 A. Thus, in some cases, the
sheet 6 makes contact only with the abutting rib 73 A disposed
on one side in the left-right direction 9. Assuming that the
contact portion 73 has the shape being narrowed toward the
front direction, like the contact portion 63, the contact portion
73 can not hold the sheet 6 in the vicinity of the nozzles 47.
Therefore, the contact portion 73 does not have the shape
being narrowed toward the front direction and has the rectan-
gular plate shape. The contact members 70 hold the sheet 6 in
the vicinity of the nozzles 47 by the abutting ribs 73A at the
inside of the both ends of'the sheet 6 in the left-right direction
9. Noted that a notch portion 73B having a shape formed to be
cut from the front end is provided in the front end portion of
the contact portion 73 in the front-rear direction 8 at the center
portion in the left-right direction 9. By providing the notch
portion 73B, the front end of the abutting rib 73A in the
front-rear direction 8, which is provided at the center portion
of'the contact portions 73 arranged in the left-right direction
9, is positioned in a rear direction of the front end of each of
the abutting ribs 73 A disposed on both ends of the abutting rib
73A provided at the center portion.

[Platen 50]

As shown in FIG. 2, the platen 50 is disposed on the upper
side of the paper feed cassette 20 and is positioned on the
lower side of the recording head 46. The platen 50 has a
plate-shaped profile having a thickness in the up-down direc-
tion 7. As shown in FIG. 4, the plurality of first ribs 51, a
plurality of second ribs 52, and a plurality of convex ribs 53
(an example of a third rib of the present teaching), those of
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which extend in the transport direction 19 as shown in FIG. 2,
are protruded upward from the upper surface of the platen 50.

As shown in FIG. 9A, the first ribs 51 are ribs, each of
which supports the transported sheet 6 to form a portion
which is the “peak” in the undulant state. Each of the first ribs
51 is arranged at a position which is located midway, in the
left-right direction 9, between two contact members 60 adja-
centto each other. In particular, as shown in FIG. 8A, afirstrib
51A, which is closest to the center of the platen 50 in the
left-right direction 9, is arranged to be separated from said
center by a distance D/1;2. A firstrib 51B disposed adjacently
on the right side of the first rib 51A is arranged to be separated
from the first rib 51A by a distance D2. A first rib 51C
disposed adjacently on the right side of the first rib 51B is
arranged to be separated from the first rib 51B by a distance
D3. A firstrib 51D disposed adjacently on the right side of the
first rib 51C is arranged to be separated from the first rib 51C
by a distance D4. As described above, two contact members
60, which are adjacent to each other in the left-right direction
9, are away from each other by the distance D and the firstribs
51Ato 51D are interposed midway between the contact mem-
bers 60. Thus, all of the distances D1, D2, D3, D4 have the
same distance D. Each of the first ribs 51 extends in the
transport direction 19 to be provided across a substantially
entire range of the platen 50 in the front-rear direction 8. By
providing each of the first ribs 51 as described above, each
distance between the top of each peak and the top of each
valley of the sheet 6 in the undulant state becomes uniform,
and thereby making it possible to control the recording head
51 more easily.

As shown in FIG. 8A, a projection amount P1, of each of
the first ribs 51, from the upper surface of the platen 50 is set
so that an upper end of each of the first ribs 51 is positioned
over or above a lower end (front end in the front-rear direction
8) of each of the abutting ribs 63A. By doing so, the trans-
ported sheet 6 is allowed to be in the undulant state in which
portions supported by the first ribs 51 are “peak” shaped and
portions forced downward by the contact portion 63 are “val-
ley” shaped. The plurality of first ribs 51A to 51D have the
same projection amount P1. The reason thereof is that height
position of the top of each of the peaks in the undulant state is
made to be uniform.

By the way, the center portion of the sheet 6 has difficulty
to be in the undulant state as compared with the end portions
thereof in the left-right direction 9. Thus, it is difficult that
rigidity of the sheet 6 in the left-right direction 9 is made to be
uniform only by the first ribs 51 and the contact members 60,
70.

The second ribs 52 as shown in FIG. 8 are ribs as follows.
That is, in a case that the sheet 6 is made to be in the undulant
state, each of the second ribs 52 makes contact with a part of
the sheet 6; makes a radius of curvature of each wave of the
waveform on a side closer to the center portion of the sheet 6
in the left-right direction 9 smaller than a radius of curvature
of'each wave of the waveform on a side away from said center
portion; and improves the uniformity of rigidity of the sheet 6
in the left-right direction 9. Hereinbelow, an explanation will
be made assuming that the plurality of second ribs 52 are
referred to as the second ribs 52 A, 528, 52C, 52D, 52E, in that
order, from the center of the platen 50 in the left-right direc-
tion 9 to the right side.

The second ribs 52 A to 52E are provided to have the same
projection amount P2 from the upper surface of the platen 50.
The second rib 52A is arranged between the contact member
60A and the first rib 51A. The second rib 52B is arranged
between the first rib S1A and the contact member 60B. The
second rib 52C is arranged between the contact member 60C
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and the first rib 51C. The second rib 52D is arranged between
the first rib 51C and the contact member 60D. The second rib
52K is arranged between the contact member 60D and the first
rib 51D.

A distance D5 between the second rib 52A and the first rib
51A is made to be shorter than a distance D6 between the first
rib 51 A and the second rib 52B. The distance D6 is made to be
shorter than a distance D7 between the first rib 51C and the
second rib 52C. The distance D7 has the same distance as a
distance D8 between the first rib 51C and the second rib 52D.
The distance D8 has the same distance as a distance D9
between the first rib 51D and the second rib 52E.

The projection amount P2 of each of the second ribs 52 is
set so that each of the second ribs 52 can support the sheet 6.
In particular, the projection amount P2 is determined so that
the front end (upper end) of the projection of each of the
second ribs 52 is positioned over or above the lower end of
each ofthe contact portions 63 and below the front end (upper
end) of the projection of each of'the first ribs 51. And further,
the projection amount P2 is determined so that the upper end
of'each of the second ribs 52 is positioned on the upper side of
an imaginary line L. The imaginary line L is a line which
connects the upper end of one of the first ribs 51 closest to one
ofthe second ribs 52 with the lower end of one of the contact
portions 63 closest to said one of the second ribs 52. For
example, as shown in an enlarged view in alternate long and
short dash lines of FIG. 8B, the upper end of the second rib
52A is positioned on the upper side of the imaginary line LL
which connects the lower end of the abutting rib 63A of the
contact member 60A at the center in the left-right direction 9
with the upper end of the first rib 51A. Further, as shown in an
enlarged view in two-dot lines of FIG. 8B, the upper end of
the second rib 52D is positioned on the upper side of the
imaginary line L. which connects the lower end of the abutting
rib 63A of the contact member 60D at the center in the
left-right direction 9 with the upper end of the first rib 51C.
The reason why the projection amount P2 is set so that the
upper end of each of the second ribs 52 is positioned below the
upper end of each of the first ribs 51 is that a portion held by
each ofthe second rib 52 is prevented from becoming the top
portion of the peak in the undulant state.

By providing each of the second ribs 52 as described above,
the radius of curvature of each wave of the waveform on the
side closer to the center portion of the sheet 6 in the left-right
direction 9 is smaller than the radius of curvature of each
wave of the waveform on the side away from said center
portion. An explanation will be made in detail with reference
to FIG. 9. In FIG. 9A, there are shown a part 6A of the sheet
6 supported by the first rib 51A at the center portion of the
platen 50 in the left-right direction 9 and a part 6B of the sheet
6 supported by the first rib 51C at the right end portion. FIG.
9B is a view showing a state in which the part 6 A of the sheet
6 and the part 6B ofthe sheet 6 are overlapped with each other.

The transported sheet 6 is supported by the first ribs 51 and
the second ribs 52 and is pushed downward by the contact
portions 63. The distances D5, D6 between the first rib 51A
and the second ribs 52A, 52B provided on both sides of the
first rib 51 A are shorter than the distances D7, D8 between the
first rib 51C and the second ribs 52C, 52D provided on both
sides of the first rib 51C. Thus, as shown in FIG. 9B, the radius
of curvature of the peak portion of the wave in the part 6 A of
the sheet 6 is smaller than the radius of curvature of the peak
portion of the wave in the part 6B of the sheet 6.

According to relation of length among the distances D5 to
D8, the distance between the second rib 52C and the contact
member 60C in the left-right direction 9 and the distance
between the second rib 52D and the contact member 60D are
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shorter than the distance between the second rib 52A and the
contact member 60A. That is, the side closer to the center of
the platen 50 in the left-right direction 9 has a longer distance
between each of the second ribs 52 and the top portion of each
of the valleys in the left-right direction 9 than the side away
from said center portion. Therefore, bending of the contact
portion 63 of the contact member 60 A on the side closer to the
center of the platen 50 is smaller than bending of the contact
portions 63 of the contact members 60D, 60E on the side
away from said center. Then, the radius of curvature of the
valley portion of the wave in the part 6A of the sheet 6 is
smaller than the radius of curvature ofthe valley portion of the
wave in the part 6B of the sheet 6. Thus, in both of the peaks
and the valleys, the radius of curvature of each wave of the
waveform in the part 6A of the sheet 6 is smaller than the
radius of curvature of each wave of the waveform in the part
6B of the sheet 6. As a result, the uniformity of rigidity of the
sheet 6 in the left-right direction 9 is improved. Accordingly,
the waveform is less likely to be changed (lost) and the accu-
racy of the image recording is improved.

The convex ribs 53 as shown in FIG. 4 are ribs for prevent-
ing the valley portions of the sheet 6 from being brought into
sliding-contact with the upper surface of the platen 50 in a
case that the sheet 6 swells by jetting a large amount of ink
thereon, for example, a case in which a photograph is printed
on the sheet 6, other than the glossy paper sheet, such as the
regular paper sheet and a thick paper sheet. Each of the
convex ribs 53 extends in the transport direction 19 from the
position below downstream ends (front ends in the front-rear
direction 8) of the contact portions 63, 73 in the transport
direction 19. Each of the convex ribs 53 is positioned between
the first ribs 51 in the left-right direction 9. As shown in FIG.
9C, each of the convex ribs 53 has an inclined surface 53A,
which is more inclined upward toward the transport direction
19, at an end portion thereof on the upstream side in the
transport direction 19. The inclined surface 53 A is positioned
on the lower side of the contact portion 63 to prevent the
transported sheet 6 from being caught on the convex rib 53. A
projection amount P3 of each of the convex ribs 53 from the
upper surface of the platen 50 is set so that the upper ends of
the abutting ribs 63A, 73A are positioned below the lower
ends (front ends in the front-rear direction 8) of the abutting
ribs 63A, 73A.

As shown in FIG. 8B, one convex rib 53 is disposed on a
front side at the center of the contact member 60A in the
left-right direction 9. The contact member 60A is arranged at
a position which is the center of the platen 50 in the left-right
direction 9. Two convex ribs 53 separated in the left-right
direction 9 are disposed on a front side of the contact member
60B. The contact member 60B is disposed adjacently on the
right side of the contact member 60A disposed at the center of
the platen 50 in the left-right direction 9. One convex rib 53 is
disposed on a front side at the center of each of the contact
members 60D, 60E in the left-right direction 9. Two convex
ribs 53 separated in the left-right direction 9 are disposed on
a front side of the contact member 70. The sheet 6 in the
undulant state swells, for example, by jetting the large amount
of ink thereon and makes contact with the convex ribs 53 at
the valley portions thereof in a case that the valley portions are
lowered. Accordingly, the valley portions of the sheet 6 are
prevented from being brought into sliding-contact with the
platen 50. As a result, the change (loss) of the waveform and
increase in the transport resistance can be avoided, and
decrease of the accuracy of the image recording may be
suppressed. The reason why the two convex ribs 53 are pro-
vided with respect to the contact member 60B and the contact
member 70 is that the convex ribs 53 can support both of two
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kinds of sheets 6 (for example, post card and [-size, legal size
and A4 size) having slightly different lengths in the left-right
direction 9.

By the way, the platen 50 is rotatably provided so that the
sheet 6 having great difficulty in bending, such as the glossy
paper sheet (see FIG. 10B) can be transported without being
in the undulant state. An explanation will be made in detail.
As shown in FIG. 10A, the platen 50 is rotatably supported by
the rotation shaft 38 A of the paper discharge rollers 38 at the
front end portion in the front-rear direction 8. Thus, the rear
end portion of the platen 50 in the front-rear direction 8 is
displaceable in an up-down direction. The platen 50 is rotated
between the first position, as shown in FIG. 8B, at which the
upper end of each of the first ribs 51 is positioned over or
above the lower ends (front ends in the front-rear direction 8)
of the abutting ribs 63A, 73A and the second position, as
shown in FIG. 10B, at which the upper end of each of the first
ribs 51 is positioned below the lower ends of the abutting ribs
63A, T3A.

As shown in FIG. 10A, a coil spring 113 (an example of a
biasing member of the present teaching), which urges or
biases the platen 50 toward the first position (upward), is
disposed on a lower side of the rear end portion of the platen
50 in the front-rear direction 8. A lower end of the coil spring
113 is supported while being brought in contact with an
intermediate plate 112 provided in the unillustrated frame. An
upper end of the coil spring 113 makes contact with the lower
surface of the platen 50. The platen 50 is urged or biased
toward the first position (upward) by the coil spring 113 to be
in the first position by being brought in contact with the holder
114 which holds the driven roller 36 rotatably. In a case that
the sheet 6 having the great difficulty in bending, such as the
glossy paper sheet, is transported, the platen 50 is rotated, by
the sheet 6, from the first position to the second position.
Details will be described later.

[Operation of Embodiment]

Hereinbelow, an explanation will be made about operation
of the ink-jet recording apparatus 10 at the time of recording
the image on the sheet 6 which can bend with ease, such as the
regular paper sheet, operation of the ink-jet recording appa-
ratus 10 at the time of recording the image on the sheet 6
having the great difficulty in bending, such as the glossy paper
sheet, and operation of the ink-jet recording apparatus 10 at
the time of recording the image on the sheet 6 which is thicker
than the regular paper sheet, such as the thick paper sheet, in
that order.

At first, an explanation will be made about the operation of
the ink-jet recording apparatus 10 at the time of recording the
image on the sheet 6 which can bend with ease, such as the
regular paper sheet, withreference to FIGS. 2 and 9. The sheet
6 placed on the paper feeding tray 21 is positioned with
respect to the center line of the sheet by the side-guide mecha-
nism 80. The sheet 6 subjected to positioning (subjected to
positional adjustment) is fed to the transport path 31 by the
feed roller 43. The fed sheet 6 is transported by the pair of
transport rollers 34. The front end of the sheet 6, which has
passed through the nip position of the pair of transport rollers
34, is guided to the contact portions 63, 73 by the guide ribs
69A, T9A of the contact members 60, 70. Since the sheet 6 is
a sheet which can bend with ease, such as the regular paper
sheet, the sheet 6 is supported by the first ribs 51 and the
second ribs 52 in a state that the platen 50 is hardly rotated, is
forced downward by the contact members 60, 70, and is made
to be in the undulant state. The sheet 6 is positioned with
respect to the center line. Since the contact members 60, 70,
the first ribs 51, and the second ribs 52 are disposed to be
bilaterally symmetric with reference to the center line of the



US 9,227,435 B2

15

platen 50 in the left-right direction 9, the sheet 6 is made to be
in the bilaterally symmetric waveform. Further, all of the
distances D1 to D4 between the first ribs 51 have the same
distance D and each of the contact members 60 is arranged
between the first ribs 51 disposed adjacently to each other.
Thus, the sheet 6 is made to be in the undulant state in which
each distance between the top portion of each peak and the top
portion of each valley is uniform. Further, the sheet 6 is made
to be in the undulant state by the second ribs 52 in which the
radius of curvature of each wave of the waveform on the side
closer to the center in the left-right direction 9 is smaller than
the radius of curvature of each wave of the waveform on the
side away from said center portion.

The sheet 6 in the undulant state becomes to have the
difficulty in bending and is transported in a state that bending
of'the sheet 6 is suppressed. In a case that the front end portion
of the sheet 6 arrives at the position below the nozzles 47
(FIG. 3B) of the recording head 46, rotation of the transport
roller 35 is stopped. Thereafter, printing of one line is per-
formed by jetting the ink droplets on the sheet 6 from the
nozzles 47 while the carriage 48 is reciprocatively moved in
the left-right direction 9. In this situation, the ink droplets are
jetted from the recording head 46 taking the distance between
the sheet 6 and the nozzles 47 which periodically changes
depending on the waveform of the sheet 6 into consideration.
Noted that as to whether or not the sheet 6 is the regular paper
sheet etc., which can bend with ease is judged by information
included in a printing instruction. After the printing of one
line is performed, the transport roller 35 is rotated and the
sheet 6 is transported by a distance corresponding to one line.
The image is recorded on the sheet 6 by alternately repeating
the printing of one line and the transport of the sheet 6 by the
distance corresponding to one line. After the image is
recorded, the sheet 6 is discharged to the paper discharge tray
29 by the pair of paper discharge rollers 37.

Next, an explanation will be made about the operation of
the ink-jet recording apparatus 10 at the time of recording the
image on the sheet 6 having the great difficulty in bending,
such as the glossy paper sheet, with reference to FIGS. 2 and
10. The sheet 6 placed on the paper feeding tray 21 is fed to the
transport path 31 by the feed roller 43 and is transported by
the pair of transport rollers 34. The front end of the sheet 6,
which has passed through the nip position of the pair of
transport rollers 34, is guided to the contact portions 63,73 by
the guide ribs 69A, 79A of the contact members 60, 70. Since
the sheet 6 is a sheet having the great difficulty in bending,
such as the glossy paper sheet, the platen 50 is rotated, by the
sheet 6, from the first position to the second position. Then, as
shown in FIG. 10B, the sheet 6 is transported without being in
the undulant state. Thereafter, the image is recorded on the
sheet 6 by the recording head 46. Since the sheet 6 is not in the
undulant state, the ink droplets are jetted by the recording
head 46 in a state that the distance between the sheet 6 and the
nozzles 47 (FIG. 3B) in the up-down direction 7 is uniform.
Noted that as to whether or not the sheet 6 is the glossy paper
sheet etc., having the great difficulty in bending is judged by
information included in the printing instruction. Alterna-
tively, a sensor which detects the thickness of the sheet 6 may
be provided. The sheet 6 on which the image has been
recorded is discharged on the paper discharge tray 29 by the
pair of paper discharge rollers 37. In a case that the sheet 6
passes through the contact portions 63, 73, the platen 50 in the
second position is returned to be in the first position by urging
force of the coil spring 113.

Next, an explanation will be made about the operation of
the ink-jet recording apparatus 10 at the time of recording the
image on the sheet 6 which is thicker than the regular paper
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sheet, such as the thick paper sheet, with reference to FIGS. 2
and 11. The sheet 6 placed on the paper feeding tray 21 is fed
to the transport path 31 by the feed roller 43 and is transported
by the pair of transport rollers 34. The front end of the sheet 6,
which has passed through the nip position of the pair of
transport rollers 34, is guided to the contact portions 63, 73 by
the guide ribs 69A, 79A of the contact members 60, 70. Since
the sheet 6 is a sheet which is thicker than the regular paper
sheet, the platen 50 is slightly rotated by the sheet 6 to be in
the position between the first position and the second position
as shown in FIG. 11C. Noted that the first position is shown in
FIG.11B and the second position is shown in FIG. 11D. Then,
as depicted by a solid line in FIG. 11A, the sheet 6 is made to
be in a gentle waveform (waveform having small amplitude)
as compared with a case ofthe regular paper sheet depicted by
broken lines, and then is transported. The ink droplets are
jetted by the recording section 45, assuming that the sheet 6 is
made to be in the gentle waveform. In particular, although the
distance between the sheet 6 and the nozzles 47 (FIG. 3B)
periodically changes, the ink droplets are jetted by the record-
ing head 46 assuming that the amount of change is smaller
than the case of the regular paper sheet. As to whether or not
the sheet 6 is the thick paper sheet etc. is judged by informa-
tion included in the printing instruction. The sheet 6 on which
the image has been recorded by the recording head 46 is
discharged on the paper discharge tray 29 by the pair of paper
discharge rollers 37. In a case that the sheet 6 passes through
the contact portions 63, 73, the platen 50 in the position
between the first position and the second position is returned
to be in the first position by the urging force of the coil spring
113.

[Effect of Embodiment]

In this embodiment, in a case that the sheet 6 is made to be
in the undulant state, the part of the sheet 6 is supported by the
second ribs 52 and the waveform is adjusted by making the
radius of curvature of each wave of the waveform on the side
closer to the center portion of the sheet 6 in the left-right
direction 9 smaller than the radius of curvature of each wave
of the waveform on the side away from said center portion.
Accordingly, the uniformity of the rigidity of the sheet 6 inthe
left-right direction 9 is improved. Thus, the waveform of the
sheet 6 is less likely to be changed (lost) and thereby improv-
ing the accuracy of the image recording.

Further, the waveform can be adjusted depending on the
arrangement position of each of the second ribs 52, thereby
making it easier to design the platen 50.

Further, since the first rib 51 and the second rib 52 are
disposed to be bilaterally symmetric with reference to the
center line of the platen 50 in the left-right direction 9, the
sheet 6 can be in the bilaterally symmetric waveform. As a
result, the waveform of the sheet 6 is less likely to be changed
(lost) and thereby improving the accuracy of the image
recording.

Further, the cycle of the waveform is made to be uniform by
making each distance between the top portions of the peaks in
the undulant state (or each distance between the top portions
of the valleys in the undulant state) uniform; and each dis-
tance between the top portion of each of the peaks and the top
portion of each of the valleys is made to be uniform. Thus, the
control of the recording head 46 becomes easier.

Further, since the contact portions 63, 73 are provided so
that the elastic deformation of each of the contact portion 63,
73 is possible, not only the waveform of each peak portion but
also the waveform of each valley portion can be adjusted. As
a result, the waveform of the sheet 6 is less likely to be
changed (lost) and thereby improving the accuracy of the
image recording.
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By providing the platen 50 rotatably, regardless of the
thickness or flexibility of the sheet 6, the various kinds of
sheets 6, such as the regular paper sheet, the thick paper sheet,
and the glossy paper sheet, are each transported and the image
can be recorded on each of the sheets 6.

Further, even when the sheet 6 swells by jetting the large
amount of ink thereon and the valley portions are lowered, the
convex ribs 53 can suppress that the valley portions of the
sheet 6 are brought into sliding-contact with the upper surface
of'the platen 50. As a result, the change (loss) of the waveform
and the increase in the transport resistance of the sheet 6 can
be avoided, and decrease of the accuracy of the image record-
ing may be suppressed.

First Modified Embodiment

In the embodiment as described above, an explanation has
been made about an example in which the distances D1 to D4
between the first ribs 51 have the same distance D (FIG. 8A)
in order to make the control of the recording head 46 casy.
However, as shown in FIG. 12A, the first ribs 51 may be
arranged to have the relation of distance Dl=distance
D2=distance D3=distance D4 (However, excluding distance
Dl=distance D2=distance D3=distance D4). The reason
thereof is that the uniformity of the rigidity in the left-right
direction 9 is improved in the sheets 6 in various sizes. For
example, the distance D1 and the distance D2 are determined
to have the relation of distance D1<distance D2 with refer-
enceto the sheet 6 having the small size. Next, the distance D3
and the distance D4 are determined to have the relation of
distances D1, D2<distances D3, D4 for the sheet 6 having the
large size. Similar to the embodiment as described above,
each of the contact members 60 is disposed between the two
first ribs 51 adjacent to each other. Other structures are the
same as those of the embodiment as described above.

By arranging each of the first ribs 51 as described above,
the uniformity of the rigidity in the left-right direction 9 can
be improved in the sheets 6 in various sizes.

Second Modified Embodiment

In the first modified embodiment, an explanation has been
made about an example of the arrangement of each of the
second ribs 52 in a case that the image is recorded on the sheet
6 having the small size and the sheet 6 having the large size.
In this modified embodiment, an explanation will be made
about the arrangement of each of the first ribs 51 and each of
the second ribs 52 in a case that the size of the sheet 6 is
limited to a sheet 6 having a relatively large size, such as the
A4 size and the legal size.

In FIG. 12A, the first ribs 51 are disposed to have the
relation of distance D1<distance D2<distance D3<distance
D4; and the second ribs 52 are disposed to have the relation of
distance D5<distance Dé<distance D7<distance D8. The end
portions of the sheet 6 are more likely to be in the undulant
state as compared with the center portion thereof in the left-
right direction 9. Thus, by arranging the first ribs 51 and the
second ribs 52 as described above, the rigidity of the sheet 6
in the left-right direction 9 can be made to be more uniform.
Noted that, as a matter of course, the first ribs 51 and the
second ribs 52 may be arranged in a similar manner to this
modified embodiment, even when the image is recorded on
the sheet 6 having the small size and the sheet 6 having the
large size.

Third Modified Embodiment

In the above embodiment and the modified embodiments 1
and 2, an explanation has been made about an example in
which the arrangement position of each of the second ribs 52
is determined based on each of the first ribs 51. However, as
shown in FIG. 12B, the arrangement position of each of the
second ribs 52 may be determined based on each of contact
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members 60. The second ribs 52 are disposed to have the
relation of distance D14 between contact member 60A and
second rib 52A=distance D15 between contact member 60B
and second rib 52B=distance D16 between contact member
60C and second rib 52Czdistance D17 between the contact
member 60D and second rib 52D=distance D18 between
contact member 60D and second rib 52E (however, excluding
distance D14=distance D15=distance D16=distance D17).
Other structures are the same as those of the embodiment as
described above.

The radius of curvature of the wave can be smaller in the
portion which has the longer distance between the contact
member 60 and the second rib 52. Thus, by arranging each of
the second ribs 52 as described above, the radius of curvature
of'the wave at the center portion of the sheet 6 in the left-right
direction 9 can be smaller than the radius of curvature of the
wave at each of the end portions, similar to the state shown in
FIG. 9B. As aresult, the uniformity of the rigidity of the sheet
6 in the left-right direction 9 can be improved.

Fourth Modified Embodiment

In the above embodiment, an explanation has been made
about an example in which the radius of curvature of each
wave of the waveform is adjusted so that all of the plurality of
second ribs 52 have the same projection amount P2 (FIG. 8A)
and the distances D5 to D9 (FI1G. 8A) have distances different
from one another. Noted that each of the distances D5 to D9
is a distance between each second rib 52 and the first rib 51
closest to each second rib 52 in the left-right direction 9.
However, as shown in FIG. 12C, the radius of curvature of
each wave of the waveform may be adjusted so that all of the
distances D5 to D9, each of which is a distance between each
second rib 52 and the first rib 51 closest to each second rib 52,
have the same distance and the projection amounts P11 to P15
have different projection amounts. The second ribs 52 are
provided to have the relation of projection amount P11 of
second rib 52As=projection amount P12 of second rib
52B=projection amount P13 of second rib 52C=projection
amount P14 of second rib 52D=projection amount P15 of
second rib 52E (however, excluding
P11=P12=P13=P14=P15).

Since all of the distances D5 to D9 have the same distance,
the radius of curvature of the wave is smaller in the portion
which has the smaller projection amount of the second rib 52.
Thus, by arranging each of the second ribs 52 as described
above, the radius of curvature of the wave at the center portion
of'the sheet 6 in the left-right direction 9 can be smaller than
the radius of curvature of the wave at each of the end portions,
similar to the state shown in FIG. 9B. As a result, the unifor-
mity of the rigidity of the sheet 6 in the left-right direction 9
can be improved.

Fifth Modified Embodiment

In the modified embodiment 4 as described above, an
explanation has been made about an example in which the
arrangement position of each of the second ribs 52 is deter-
mined based on each of the first ribs 51. However, the arrange-
ment position of each of the second ribs 52 may be deter-
mined based on each of the contact members 60. In particular,
each of the second ribs 52A to 52E (FIG. 12C) is arranged to
have the same distance between each second rib and the
contact member 60 closest to each second rib. Also by arrang-
ing each of the second ribs as described above, the radius of
curvature of the wave at the center portion of the sheet 6 in the
left-right direction 9 can be smaller than the radius of curva-
ture of the wave at each of the end portions, similarto the state
shown in FIG. 9B. As a result, the uniformity of the rigidity of
the sheet 6 in the left-right direction 9 can be improved.
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Sixth Modified Embodiment

In the embodiment, an explanation has been made about an
example in which the platen 50 is rotatably provided so that
the sheet 6 having great difficulty in bending, such as the
glossy paper sheet, is transported without being in the undu-
lant state. In this modified embodiment, instead of providing
the platen 50 rotatably, an example in which the contact
members 60, 70 (FIGS. 5, 6) are provided rotatably will be
explained.

As shown in FIG. 13, a receiving portion 92A which rotat-
ably supports the rear end portion of each of the contact
members 60, 70 in the front-rear direction 8 is provided in the
guiderail 92. In the following description, an explanation will
be made about the contact member 60 shown in FIG. 13.
However, the same is applied to the contact member 70 as
well.

Unlike the above embodiment, there is not provided the
insertion projection 65 on the rear side in the front-rear direc-
tion 8. Further, the insertion projection 65 on the front side in
the front-rear direction 8 has a length in the up-down direction
7 which is longer than that of the insertion projection 65 in the
above embodiment. The contact member 60 is rotated, with
the rear end portion thereof as an axis, between the third
position (FIG. 13A) in which the claw 66 of the insertion
projection 65 on the front side in the front-rear direction 8
makes contact with the upper surface of the guide rail 92 and
the fourth position (FIG. 13B) in which the reinforcing rib 64
makes contact with the lower surface of the guide rail 92.

In a case that the contact member 60 is in the third position,
the lower end (front end in the front-rear direction 8) of the
abutting rib 63A is positioned below the upper end of the first
rib 51. In a case that the contact member 60 is in the fourth
position, the lower end of the abutting rib 63 A is positioned
over or above the upper end of the first rib 51. A coil spring
115 (an example of the biasing member of the present teach-
ing) is disposed between the guide rail 92 and the front end
portion of the attaching portion 61 in the front-rear direction
8. The coil spring 115 urges or biases the contact member 60
toward the third position (downward).

In a case that the sheet 6 (FIG. 10B) having the great
difficulty in bending, such as the glossy paper sheet, is trans-
ported, the contact member 60 is rotated by the sheet 6 from
the third position to the fourth position. The sheet 6 makes the
contact member 60 be in the fourth position and is transported
without being in the undulant state. In a case that the sheet 6
passes through the contact member 60, the contact member
60 in the fourth position is returned to be in the third position
by the urging force of the coil spring 115. In a case that the
sheet 6 which is thicker than the regular paper sheet, such as
the thick paper sheet, is transported, the contact member 60 is
rotated to the position between the third position and the
fourth position. Similar to the case depicted by the solid line
in FIG. 11A, the sheet 6 is made to be in the gentle waveform
(waveform having small amplitude) as compared with the
case of the regular paper sheet depicted by broken lines and
then is transported. Therefore, it is possible to transport the
sheet 6 and to record the image thereon, regardless of the
thickness or flexibility of the sheet 6.

In this modified embodiment, the contact members 60, 70
are rotated depending on the thickness or flexibility of the
sheet 6. Thus, it is possible to transport the sheet 6 and to
record the image thereon, regardless of the thickness or flex-
ibility of the sheet 6.

In this modified embodiment, an explanation has been
made about an example in which the contact members 60, 70
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are provided rotatably. However, the contact members 60, 70
may be provided to be movable entirely in the up-down direc-
tion 7.

Other Modified Embodiments

In the above embodiment, an explanation has been made
about an example in which the plurality of second ribs 52 are
provided. However, it is also allowable to adopt a construc-
tion in which at least one second rib 52 is provided.

In the above embodiment, an explanation has been made
about an example in which the convex ribs 53 are provided in
the platen 50. However, the convex ribs 53 are provided for a
case in which the sheet 6 swells, greater than expected, by
jetting the ink thereon, and the like. Thus, even if each of the
convex ribs 53 is not provided, it is possible to improve the
uniformity of the rigidity of the sheet 6 in the left-right direc-
tion 9 by the second rib 52 and to improve the accuracy of the
image recording.

In the above embodiment, an explanation has been made
about an example in which each of the convex ribs 53 is
provided to extend in the transport direction 19 from the
downstream end of each of the contact portions 63 in the
transport direction 19. However, each of the convex ribs 53
may be provided to extend in the transport direction 19 from
the position on the upstream side of each of the contact
portions 63 in the transport direction 19 to the position on the
downstream side of each of the contact portions 63.

In the above embodiment, an explanation has been made
about an example in which two kinds of contact members
(contact members 60, 70) are used. However, only one of the
contact members 60, 70 may be used.

In the above embodiment, an explanation has been made
about an example in which the guide ribs 69 A and the abutting
ribs 63 A are provided in the contact portion 60. However, the
guide ribs 69 A and the abutting ribs 63 A may not be provided
in the contact portion 60. In this case, the sheet 6 is guided to
each of the contact portions 63 by each of the guide surfaces
69. Further, the sheet 6 is held by the lower surface of each of
the contact portions 63. The same is applied to the contact
member 70 as well.

In the above embodiment, an explanation has been made
about an example in which the transport path 31 has the
curved path 32. However, the transport path 31 may be
formed only of the straight path 33. Alternatively, the trans-
port path 31 may be formed so that a curved path which curves
in a form different from the curved path 32 of the above
embodiment and the straight path are included, as needed.

In the above embodiment, an explanation has been made
about an example in which the rear end portion of the platen
50 in the front-rear direction 8 is rotated to be displaced in the
up-down direction. However, the platen 50 may be provided
to be movable entirely in the up-down direction 7 while
maintaining a horizontal state.

In the above embodiment, an explanation has been made
about an example in which the plurality of contact members
60, 70 are attached to the guide rail 92. However, it is also
allowable to adopt a construction in which one contact mem-
ber having the plurality of contact portions 63 is attached to
the guide rail 92. Further, the contact members 60, 70 may be
configured integrally with the guide rail 92 by a resin, pro-
vided that strength of the guide rail 92 is secured.

In the above embodiment, an explanation has been made
about an example in which the distances D1 to D4 between
the plurality of first ribs 51 have the same distance. However,
the distance D1 may be slightly longer than the distances D2
to D4 taking the sheet 6 which is thick and has a narrow width
in the left-right direction 9, such as the postcard, into consid-
eration.
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It is possible to appropriately combine the above embodi-
ment and the modified embodiments thereof, as needed,
except for any combination which cannot be realized.

What is claimed is:

1. An ink-jet recording apparatus comprising:

a roller pair configured to transport a sheet in a first direc-
tion;

a platen disposed downstream of the roller pair in the first
direction and including a plurality of ribs spaced apart
from each other in a second direction perpendicular to
the first direction; and

aplurality of contact portions spaced apart from each other
in the second direction, wherein each downstream end of
the plurality of contact portions in the first direction
extends toward the platen, and

wherein the plurality of ribs includes an inclined surface
that is inclined upwardly, relative to the platen, in the
first direction, wherein the downstream end of the at
least one of the plurality of contact portions overlaps the
at least a portion of the inclined surface in a third direc-
tion perpendicular to the first and second directions.

2. The ink-jet recording apparatus according to claim 1,
wherein the inclined surface forms an upstream end of at least
one of the plurality of ribs in the first direction.

3. The ink-jet recording apparatus according to claim 1,
wherein each downstream end of the plurality of contact
portions are located closer to the platen, in the third direction,
than a nip point of the roller pair.

4. The ink-jet recording apparatus according to claim 1,
wherein the plurality of ribs are spaced apart from the plural-
ity of contact portions in the third direction.

5. The ink-jet recording apparatus according to claim 1,
further comprising a recording head overlapping the platen in
the third direction and including ink nozzles, and

wherein each downstream end of the contact portion is
disposed between the roller pair and the nozzles in the
first direction.
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6. The ink-jet recording apparatus according to claim 1,
wherein each of the plurality of contact portions is pivotable
toward and away from the platen.

7. An ink-jet recording apparatus comprising:

a roller pair configured to transport a sheet in a first direc-

tion;

a platen disposed downstream of the roller pair in the first
direction and including a plurality of ribs spaced apart
from each other in a second direction perpendicular to
the first direction, wherein the plurality of ribs includes
a plurality of inclined surfaces that are inclined
upwardly, relative to the platen, in the first direction; and

a plurality of contact portions spaced apart from each other
in the second direction, wherein a downstream end, in
the first direction, of each of the plurality of contact
portions is configured to press the sheet towards a
respective one of the plurality of inclined surfaces of the
plurality of ribs in a third direction perpendicular to the
first and second directions.

8. An ink-jet recording apparatus comprising:

a roller pair configured to transport a sheet in a first direc-
tion;

a platen disposed downstream of the roller pair in the first
direction and including a plurality of ribs spaced apart
from each other in a second direction perpendicular to
the first direction; and

a plurality of contact portions spaced apart from each other
in the second direction,

wherein each downstream end of the plurality of contact
portions in the first direction extends toward the platen,
and

wherein the plurality of ribs includes an inclined surface
that is inclined upwardly, relative to the platen, in the
first direction, wherein the downstream end of at least
one of the plurality of contact portions is disposed at a
same position in both ofthe first and second directions as
at least a portion of the inclined surface.
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